
 Solar Inverters

-

Rated power: 3600 W

Maximum PV voltage : 600 V

MPPT PV voltage: 100-550 V

Nominal PV voltage : 360 V

Maximum input current at MPPT: 16 A

PV short circuit current: 20 A

Nominal output voltage: 220/230/240 V ac

Maximum output current: 16 A ac

Nominal output frequency: 45-65 Hz

Power factor: 0.8 leading – 0.8 lagging 

Output current THD: <3%

Maximum Efficiency: 99.00%

Technical specifications:

Grid monitoring

DC reverse polarity protec�on

AC short -circuit protec�on

Leakage current protec�on

Surge Protec�on (AC & DC)

DC switch

PV string current monitoring

Arc fault circuit interrupter (AFCI)

PID recovery func�on

User interface:
LCD touch display

Mobile App

Communica�on protocols:

RS-485

Wi-Fi

Other informa�on:
Dimensions: 350x220x150 MM

Volume : 705 Cubic inch

Power density: 5.1 W/Cubic inch

• Roof top solar power 
systems

• Commercial solar power 
system 

• U�lity-scale solar farms

Applica�ons

We are commi�ed to develop cu�ng age
technology to cater renewable energy and
reduce carbon foot print . Our Solar inverter
compa�ble with various solar panel technologies,
Seamlessly integrates with the electrical grid,
Significantly reduces electricity bills, Delivers
high performance with efficiency rates ranging
from 95% to 98% . And real - �me monitoring of
energy produc�on and system health, featuring
user - friendly touch control for easy access .

About SunwaveX

Grid- connected transformer - less 1- phase Solar inverter

Protec�on features:

Product Images (Ar�st's view)



Seagull VFD

Housing/F
RAME 
Type 

kW HP
Normal/H

igh 
Current

Ipk H W D Vol. Density

[kW] [hp] [A] [A] [mm] [m3] [kW/m3]

1 C0 1.5 2 4.1 6.15 180 80 160 0.00230 651.04

2 C1 5.5 7.5 13 19.5 250 100 160 0.00400 1375.00

3 C2 11 15 24 36 297 132 162 0.00635 1732.00

4 C3 22 30 44 66 340 200 200 0.01360 1617.65

5 C4 45 60 90 135 400 250 200 0.02000 2250.00

6 C5 75 100 150 225 440 275 260 0.03146 2383.98

7 C6 150 200 300 450 500 320 260 0.04160 3605.77

GP VFD IP20 Rated (3 x 380 - 480VAC, 50/60Hz) Size chart

VFD Images range upto 2 HP to 200 HP all having common display so display size is same in every image 

Fan

Heat Sink

Touch Screen

Control Board

Power Board

Food and beverage packaging
Refrigeration
Material handling
Elevators and escalators
Cranes and hoists
Pulp and paper
Textile
Metals
Chemicals
Oil and Gas
Mining and minerals

targe� g VFD applicaa�ons in below men�onedindustries.
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